
User Manual

 HAND DRYERS

MODEL A266DD-(W or S)
AUTOMATIC DUAL JET HAND DRYER



• Do not attempt to install the unit yourself unless you are a trained service technician,
otherwise this may affect the safety and function of the dryer.

• Read this manual thoroughly and carefully before beginning to use this dryer to ensure the
safe and proper function.
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Features 
• Touchless hand dryer with smaller drying cavity with high efficiency air filter.
• Electricity saving due to short duration drying cycle.
• Automatic shutdown timer.
• No towels or  tissues, no waste disposal.
• Anti-bacterial and environmental materials, no pollution.
• Automatic heating, drying hands with comfortable in winter and drying.
• Hands with cool in summer.

 Automatic Shutdown Timer 

As a safety feature this machine will shutdown after 25 seconds of continuous operation. To continue 
atfer a shutdown take your hands out of the dryer and place again into the drying chamber.

Specifications 

J 
I l

Motor Type Brushless DC Motor D 

Heating Type PTC D Heater Strip D 

Brush Motor 

PTC Heater Strip 

Rated Power 1000-1300W D 1300-1750W D 1250-1650W 

N.W./G.W. 9.5/11.5KG D 719KG 

550W D 1000W 

AC110-130V D AC220-240V 

95-100m/s

Heating Power 

Rated Voltage 

Air Velocity 

Dimensions 

Induction Method 

300x220x699m

m IR Blocking 

D 

D 

D 

D 

D 

1450-1900W

D 

D 

• Separate hygienic air supply 
No dripping into the unit

• Prevents  water drops splashing 
onto clothing J 

• Ease of usewater

3  Ergonomically designed2  High and low sensors1   No air piping design



Prohibited 

Do not use in 
the bathtub 
or shower room 

Do not allow 
The unit get wet 

© 
Prohibit 
disassembling 

9 
Please do 
complying 
with instruction 

-
Ground 

0 
WARNING 

• Do not open the front panel. You may get an electric shock.

• Children should not climb on the machine and risk falling.

• Do not use or install the dryer in a wet environment....
Spraying water and excessive condensation may increases the risk of 
electric shock and unit malfunction.

• Do not allow the unit to get wet as it may cause electric shock.

• Do not modify and disassemble the unit unnecessarily.
This may cause a fire,electric shock,or personal injury.

• Connect the dryer to the correct rated power supply.

• Use a dedicated power outlet whenever possible.
If using a power outlet together with other appliances the power outlet may
cause abnormal heat leading to fire if close circuit protection is not used.

• Power must be cut off when maintenance to prevent the risk of electric shock.

• Drain tank and air filter must be installed.
Do not switch on after power connected for 10 seconds.

• Attention when installing:
Do not install with the power connected to the dryer.

• The installation should be carried out by a qualified electrical installer or service
person.

• This appliance is not intended for use by persons (including children) with
reduced physical, sensory or mental capabilities or lack of experience and
knowledge, unless they have been given supervision or instruction concerning
use of the appliance by a person responsible for their safety.
If the cord is damaged, it must be replaced by the manufacturer, its service
agent or similarly qualified persons in order to avoid a hazard.
For additional protection, the installation of a residual current device (RCD)
having a rated residual operating current not exceeding 30mA is advisable in
the electrical circuit supplying the bathroom.
Ask your installer for advice.
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Part names and Dimensions 

Speed Control
High - Low 

Heat Switch 

Power Switch 

Air Filter 

� � 
220 

_____ mm 

Top View 

Drain tank 
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Accessories 

201mm  Installation Panel Fixed Screw  ................  6 
(4x25 tapping screw ) 

Installation Panel    ..............................................  1 



Using the Dryer 

• Using the Unit

• Stretch out both hands and insert them all the way in.
The unit starts to run automatically.

• Pull them out slowly, letting the air blow the water off.

• Pull them out completely.

• Self-check indicator

When a malfunction or error occurs, the self-check indicator on the right side will either light up 

or flash. 

Turn off the power switch, wait about 40 seconds until all the indicators go off, then turn on the 

power switch. 

If the indicator still lights up or flashes, turn off the power, disconnect the unit from the socket, and 

contact your dealer immediat�ly. 

+ When using the unit

Turn on the power switch.

The power indicator lights up.

The lamp lights up.

The cover of power supply is closed.
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Routine Cleaning 

AwARNING----
• Before you clean the unit,

turn off the power switch.
• Do not spash water on to the 

dryer 

8 
Note 

• Clean the unit with a soft cloth.
If the unit gets dirty-soiled, clean with a soft cloth dampened with
neutral agent, then clean with a dry soft cloth.

• Clean around the sensor. (to prevent malfunction)

• Only use the neutral cleaning agents.
• Do not use thinner, acidic or alkaline toilet cleaners or nylon

brush. They may damage the surface.
• Use alcohol clean the drying cavity (Do not use alcohol

anywhere else)

*Alcohol here means the alcohol used for disinfection
(concentration below 83%).

• If chemical cloths are used,cread their instructions first. 
• Disinfecting agents may damage the dryer surface.

Draining and Cleaning the drain tank 
Before it fills up (at least once a week) 

• The water blown off the hands is called "drain water" .
• Empty the drain water often in order to prevent

accumulated water from exceeding the full level.
• It will start smelling if the accumulated water remains in

5 

the tank for too long time. 

� 
� 

A
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Pull the drain tank out in the 
horizontal direction. 
This ensures the drain water 
does not spill out. 

� � 
'

Full level 

Open the cover and empty 
the water. 
Pull the cover up with your fingers 
in the direction of the arrow on top 
of the cover and then remove the 
cover completely. 
Wash out the interior of the 
drain tank. 
Close the water tank cover and 
refit filter as original. 

Confirm the two locations are 
firmly inserted. 

�
Cover 

� �---- F,11 le,el 

• If you wash the air filter with water,
and dry it as much as possible.

Drain tank 

8 • Do not expose to the fire.

• If the machine is equipped with HEPA
filter,please be sure to replace the filter every 6
months to prevent the air duct is blocked.

Note 

A caution------­

• Wear gloves when cleaning.

• The antibacterial coating is effective when
bacteria is exposed to the coated surfaces (

• The antibacterial coating becomes  
ineffective when the surfaces are soiled. 

Cleaning the air filter 
Around once a week 

[>ill r 1 

U \ , 

CTI: 

i_ All __ ,_: __ ·_ 1 .

Open the side panel.
Wipe out with a cloth. 
Regular cleaning of the 
drainage passage  will inhibit 
bacteria growth.

� 
·

; I
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Remove the air filter 
Pull the air filter out by the handle. 

Cleaning the air filter 
Beat it lightly by hand or 
use a vacuum cleaner. 

If it is very dirty, wash it off 
with cold or warm water. 

Refit the filter to the dryer. 
Insert it all the way until it 
stops.(lf it is not in place, the 
dirt or dust will enter the unit 
and shorten its service life.) 

CLEANING THE DRYER EXTERIOR



Electrical schematic 

Hand dryer control Electrical circuit Schematic: 

POWER 

AC220V 

50/60HZ 

� PTC electric heater themoustat 

Power Switch 

Brush Motor 

Power Switch 

Fuse 
Protector 

L N 

Transmitter Board 
indicator 

PTC electric heater thermostat 

Perating 
indicator 

Power 
indicator 

Speed 
Control Transmitter Board 

BLOC Motor 

�o 
Hall sensor 
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Trouble shooting & Precautions before installation 
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I f  you experience any of the following problems handling as follows: 

Problem Check Action 

Do the display indicators 
No air blows when lights up? • Turn the ground-fault circuit breaker on.

stretch hands into Is the power switch on? • Turn the power switch on.
U-shaped groove Are you putting your hands 

all the way in? 
• Re put hands all the way in.

Machine works long • Switch off the power button, and then remove
time after hands • Any dirt or foreign body dirt or foreign body on sensor after the power
drawn out, finally on sensor? light off When fini�hed, switch on power
stop button.

• There is a Built-in heater • Is the ambient temperature higher than 20
in the unit. Any dirt on • Switch off power, remove front cover. There is

No hot wind heating sensor? a terminal box inside. Take down the cover of
• Fuse inside terminal box terminal box. Check the fuse inside box which 

blown? is blown or not. 

Airflow is too low 
• Is the speed button on • Put speed button on the high level.

low level?

• Firstly turn off the machine, put a screen that can
block 3-way sensor completely in the middle of

Status Indicator • Is the reaction plate the sensor. Then tum on the machine over 3s,

flashes activated for a long remove the screen. Start to detect 1-3 sensors, let

time it respectively and automatically flash, try to work
properly after completion of the fcus. 

• Do not install in the following types of location, otherwise this may cause malfunction:

• Locations where the temperature can exceed -10 °C or 40 °C.

• Locations where the unit may come into direct contact with water.

• Locations where the unit is under direct or strong sunlight.

• Locations where there is a lot of condensation.

• Locations where corrosive, neutral, or reductive gases are present.

• Places lower than -20m or higher than 2000m above sea level.

• Installation location

• Install somewhere the unit will be easy to use, as shown in the figure.
If the unit is installed too low, water may get on it when the floor is being cleaned. (The bottom of the
unit must be at least 150 mm higher than the floor or any objects under it.)

• The left side of the unit must be at least 150 mm away from any walls, because the power switch is
located on the left.

• Ensure there are no mirrors or walls near the right side, as drops of water may splatter to the right

when drying hands. (Recommended distance is at least 100 mm.)

• Avoid locations where people or doors might bump into the unit.

• Choose a completely flat surface on the wall to install the unit.

• Installation Base

• If your space is limited and the condition of wall is unsatisfactory,

you can purchase an installation base to install this unit.



Installation Procedures: 

• USE Uni directional AC power supply (Do not be used with a power supply exceeding ± 10%) 

• Use a multiplied wire power cord which is 1.5mm'-2.0mm' multiplied wire (Cords other than 1.5mm'-2.0mm' 

single-core cords cannot be used.) 
• (A drop in voltage is possible if the power cord exceeds 11 m in length, so we recommend using a 2mm' cord.) 

• Before installation the product pis remove the test line. 

Wire the unit. 

Embed the switchbox in the installation location 
(1 switchbox no cover) and wire the power cord 
(with the green and yellow combined is ground line). 

• If no switchbox is used, the power cord will be
pushed out, and prevent the unit from being

installed firmly against the wall. 

Attach the installation panel to the wall 
using the 6 installation screws. 

• If the wall is concrete, use commercially
available metal screw plugs (curl plugs,
etc.).

• If the wall is not concrete, reinforce it
before installation. 

Pull the separate line power cord into the 
unit and secure inside. 

(1) Pull the power cord through the power cord 
hole on the rear of the unit, attach the rear
side to the 3 hooks on the installation panel,
and secure with the installation screws
(temporarily fixed on the unit side) while

pushing the unit against the wall lightly. 

The installation screws for the unit will not 
tighten completely if the hooks at the bottom 
of the installation panel are not in place. 
Ensure the lower hooks are completely 
hooked noto the rear of the unit. 

Note: Ensure the unit is hooked on the 
installation panel, tightened the safety 
screws (at the low right), otherwise, this 
may cause the unit to drop and be in the 
danger of theft. 

Wire the terminal box. (There is no polarity.) 

Strip the wire sheath as shown in the figure at 

right. 

Loosen the screws on the terminal box and 

connect the power cord to the terminal box. 

Remove the protective seal attached to the 

terminal box before connecting the ground wire. 

Tighten the screws on the terminal box and pull 

the power cord to make sure it is secured firmly. 

Bind the power cord using the clip to the right of 

the terminal box and fix it to its original location. 

15mm 
·--r-·�·.-----i"'-� 

,=:..:; � 
... r-:::::=----

Ground/earth not required 
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Test Run 
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Attach the terminal box cover. 

1.Attach the drain tank.

2.Make sure the air filter is all the way in. 

Test Run 

Step Check 

1 Check the voltage of power supply The power must be verified as 220-240v AC

2 Turn the ground-fault circuit breaker on 

3 Turn the power switch on 

4 Dry hands 

5 Check the unit 

Does the power indicator light up? 

Is the air blowing? 

Is the unit installed securely to the wall? There 
should be no vibration or strange noises? 

Result 

* Do not turn the unit power switch on with your hands inside.

* If the self-check indicator is flashing turn off the power switch and when all the indicators go off (after 40 seconds)

* turn the power back on.  

Drain Tank 

Air Filter
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